
DIMMER
WIRING DIAGRAMS

Dimmer with Multiple Light Fixtures
Fluence DC FLex Dimming Wiring System

COMPONENTS

1 Dimmer C-W-U
2 Dimming Signal Wire Connector (ADMA-70983-10)
 2a Signal Wire Set-Screws
3 120 VAC Power Adapter (ADMA-10342-10)
4 DC Flex Pigtail Trunk Extension Cable
 5 FT (CDMA-71389-10) or
 75 FT (CDMA-71366-01)
5 DC Flex T-Connector Cable to Light Fixture
 5 FT (CDMA-71369-10) or
 10 FT (CDMA-71368-05)
6 Power Supply to Light Fixture
7 DC Power Cable to Light Fixture
8 Light Fixture
9 AC Power Cable to Power Supply
10 DC Flex T-Connector Cable to next Light Fixture
 5 FT (CDMA-71369-10) or 
 10 FT (CDMA-71368-05) or
 terminate with Dust Cap (CDMA-71375-10)
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_ DRAIN to PE (Protective Earth) 
recommended

MULTIPLE LIGHT FIXTURES

Maximum Quantity 
Connected Light Fixtures

Maximum  Distance First 
to Last Light Fixture

25 200 FT
61m

NOTES

A. Threaded Connector Adapter (CDMA-71370-10) is 
required for RAZR, RAY, SPYDRx, and SPYDRx PLUS.

B. Please refer to the DC Flex Dimming Wiring System 
Specification Sheet for wiring details.

Contact FLUENCE@
support@fluence-led.com

www.fluence.science

© Copyright 2022 Fluence Bioengineering 10-2022 | Subject to change without notice


