RAY Series

RAY LED grow light bar is available in two sizes: 227, and 44", and
it is available with six different spectral compositions for full-cycle
growth and supplemental photomorphogenic response. RAY is
flexible for a variety of applications.




RAY Scries ¢ FLUENCE

SPECIFICATIONS LIGHT BAR DIMENSIONS AND WEIGHT

Light Distribution 1200 SKU Abb. Length Width Height Weight
) 22" 22" 14" 131b
Input Voltage 120-277V AC, 50/60 Hz 55.9cm 5.6cm 36cm 0.6 kg
. ) p 44" 22" 14" 221b
Mounting Height > 6" (15.2cm) Above Canopy RY-4-x-x-xx-xx-R 118¢m 5.6 cm 36 cm 10kg
Thermal Management Passive
Max. Ambient Temperature 95°F / 35°C POWER SUPPLY DIMENSIONS AND WEIGHT
Dimming 10V-Source Description Length Width Height Weight
10.01in 1.9in 16in 2.2 Ibs
Lifetime L70: > 150,000hrs 120-Z74AC 258cm 49cm  40ecm  10kg
Power Factor >90% Description Length Width Height Weight
Certifications cETL & UL 1598 Damp Location Rated i 58in 24in 14in 1.51bs
120.2VAC 14.8 cm 6.0cm 3.6cm 0.7 kg
Warranty 3 Year Standard

PHOTON FLUX AND EFFICACY
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MAXIMUM AC INPUT AMPERAGE SKU MATRIX
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Horticultural lighting | Not suitable for household illumination.



